Sensor Application Guide – Industrial Safety Sales, Inc.

262-652-8660  cell 414-719-4771  email: saftysensing@earthlink.net

	Features
	Required Feature
	Sensing Range
	Estimated Quantity
	Current Source(s)

	Cubic Size
	
	
	
	

	Cylindrical
	
	
	
	

	Through Beam
	
	
	
	

	Retro Reflective
	
	
	
	

	Diffuse
	
	
	
	

	Background Suppression 
	
	
	
	

	Sensor Series
	
	
	
	

	Operating Voltage
	
	
	
	

	Light Source
	
	
	
	

	Output
	PNP NPN Analog Relay Push-Pull
	
	
	

	Switching
	Light  Dark  Complimentary
	
	
	

	Connection
	Cable  M8  M12
	
	
	

	Response Time
	
	
	
	

	Polarized
	
	
	
	

	Sensitivity Adjustment
	
	
	
	

	Warning Output
	
	
	
	

	Transparent Media
	
	
	
	

	Heated Lens
	
	
	
	

	Auto Gain
	
	
	
	

	Ultra Sonic
	
	
	
	

	Laser Distance Measuring
	
	
	
	

	Measuring Light Curtains
	
	
	
	

	Fiber Optic
	
	
	
	

	Color-Contrast
	
	
	
	

	Fork Sensor
	
	
	
	

	Safety Application
	
	
	
	


Application Notes:

Industrial Safety Sales, Inc.

Your Single Source for Machine Safety & Sensing
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